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Three-phase�current�connector�with�plug;�2�Devices

Part�no.  EMS-XBR3-2
Article�no.  177248
Catalog�No.  EMS-XBR3-2

Delivery�program
Product range     Electronic motor starter

Basic function     Accessories

Description     Three-phase current connector with plug

Pole     3

Devices   Number 2

Actuating voltage     24 V DC

For use with     EMS-D...
EMS-D…-SWD-…
EMS-R...
EMS-R…-SWD-…

Conductor cross-section   mm2 2.5

Design�verification�as�per�IEC/EN�61439
Technical data for design verification      

Rated operational current for specified heat dissipation In A 12

Heat dissipation per pole, current-dependent Pvid W 2.5

Equipment heat dissipation, current-dependent Pvid W 7.5

Static heat dissipation, non-current-dependent Pvs W 0

Heat dissipation capacity Pdiss W 0

Operating ambient temperature min.   °C -25

Operating ambient temperature max.   °C 60

Technical�data�ETIM�6.0
Low-voltage industrial components (EG000017) / Accessories for electronic motor control and protection device (EC002615)

Electric engineering, automation, process control engineering / Low-voltage switch technology / Low-voltage switch technology (accessories) / Electronic motor control and motor protection
unit (accessories) (ecl@ss8.1-27-37-92-12 [ACO035008])

Type of accessory     Connecting cable

Additional�product�information�(links)
IL03407198Z�Electronic�motor�starter�EMS

IL03407198Z Electronic motor starter EMS ftp://ftp.moeller.net/DOCUMENTATION/AWA_INSTRUCTIONS/IL03407198Z2015_03.pdf

IL120002ZU�Electronic�motor�starter�with�SWD�connection

IL120002ZU Electronic motor starter with SWD
connection

ftp://ftp.moeller.net/DOCUMENTATION/AWA_INSTRUCTIONS/IL120002ZU2015_04.pdf


