
Please be informed that the data shown in this PDF document is generated from our online catalog. Please find the complete data in the user 
documentation. Our general terms of use for downloads are valid.

Insert strip, Roll, white, unlabeled, can be labeled with: THERMOMARK E.300 (D)/600 (D), 
THERMOMARK ROLL 2.0, THERMOMARK ROLL, THERMOMARK ROLL X1, THERMOMARK 
ROLLMASTER 300/600, THERMOMARK X1.2, mounting type: slide-on, cable diameter range: 0.6 ... 
50 mm, lettering field size: 15 x 4 mm, Number of individual labels: 7500

Your advantages
PABT ... insert labels for marking PATG and PATO marking sleeves for wire and cable identification•

Thanks to their special shape, the PABT ... insert labels remain securely inside the sleeve once inserted•

Quick and inexpensive marking with THERMOMARK ... roll printers from Phoenix Contact•

When combined with the right ink ribbon, the marking is highly resistant to solvents and mechanical influences•

Commercial data
Item number 0812175

Packing unit 1 pc

Minimum order quantity 1 pc

Product key BG2211

GTIN 4017918945664

Weight per piece (including packing) 596.3 g

Weight per piece (excluding packing) 596.3 g

Country of origin BE
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Technical data

Product properties

Product type Conductor marking

Area of application Phoenix Contact: PABT ... insert labels for marking PATG and 
PATO marking sleeves for wire and cable identification

Marking

Number of individual labels 7500

Number of individual labels per row 6

Dimensions

Width 15 mm

Length 4 mm

Material specifications

RoHS compliant yes

Foil strength 250 µm

Color white

Material Polyester

Flammability rating according to UL 94 V0

Cable/line

External cable diameter 0.6 mm ... 50 mm

Environmental and real-life conditions

Ambient conditions

Ambient temperature (operation) -40 °C ... 100 °C

Recommended ambient temperature (storage/transport) 23 °C

Recommended humidity (storage/transport) 50 % (Storage in a dry and dark place in the original packaging is 
recommended)

Standards and regulations

Wipe resistance DIN EN 61010-1 (VDE 0411-1)

Mounting

Mounting type slide-on
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Classifications

ECLASS

ECLASS-11.0 27281106

ECLASS-12.0 27281106

ECLASS-13.0 27281106

ETIM

ETIM 9.0 EC001530

UNSPSC

UNSPSC 21.0 39131700
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