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End brackets for DIN rail mounting, incl. fixing screws

Your advantages
Tool-free mounting•

Available in 40 mm overall width•

Flammability rating V0 in accordance with UL 94•

Variety of connection technology•

Can be mounted on the DIN rail•

With DIN-rail-mountable bus connector and power connector system as an option•

Commercial data
Item number 2201498

Packing unit 10 pc

Minimum order quantity 10 pc

Note Made to order (non-returnable)

Sales key AC15

Product key ACHEAZ

Catalog page Page 733 (C-1-2013)

GTIN 4046356838665

Weight per piece (including packing) 40.76 g

Weight per piece (excluding packing) 40.76 g

Customs tariff number 39269097

Country of origin DE
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Technical data

Notes

General Refer to the data sheet for the range in the download area.

Product properties

Product type Mounting material

Housing series ME PLC

Housing type DIN rail housing

Dimensions

Width 39.8 mm

Height 129.5 mm

Depth 34.3 mm

Material specifications

Color (Housing) light grey (RAL 7035)

Flammability rating according to UL 94 V0

CTI according to IEC 60112 225

Housing material Polycarbonate

Environmental and real-life conditions

Ambient conditions

Ambient temperature (operation) -40 °C ... 105 °C (depending on power dissipation)

Ambient temperature (storage/transport) -40 °C ... 70 °C

Ambient temperature (assembly) -5 °C ... 100 °C

Relative humidity (storage/transport) 95 %

Mounting

Mounting type DIN rail mounting

Packaging specifications

Type of packaging packed in cardboard

Outer packaging type Carton
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Classifications

ECLASS

ECLASS-11.0 27141135

ECLASS-12.0 27141135

ECLASS-13.0 27250302

ETIM

ETIM 9.0 EC001041

UNSPSC

UNSPSC 21.0 39121400
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Environmental product compliance

Environmentally friendly use period: unlimited = EFUP-eChina RoHS

No hazardous substances above threshold values
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