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Commercial data

Cascading setpoint value potentiometer, for selecting presettable setpoints via a 24 V control

signal, resistance value 10 kQ

Item number 2942137
Packing unit 10 pc

Minimum order quantity 10 pc

Sales key C404

Product key CK14zz
Catalog page Page 323 (IF-2002)
GTIN 4017918080624
Weight per piece (including packing) 68.21¢g

Weight per piece (excluding packing) 68.21¢g
Customs tariff number 85334010
Country of origin DE

Mar 7, 2024, 8:47 PM  Page 1 (5)


https://www.phoenixcontact.com/en-us/products/setpoint-potentiometer-emg-30-spk-10k-lin-2942137?utm_source=pdf&utm_medium=pdf

EMG 30-SPK-10K LIN - Setpoint adjuster PHCENIX

2942137

https://www.phoenixcontact.com/us/products/2942137

Technical data

Product properties

Product type

Electrical properties

Test voltage relay winding/relay contact
Input data

Coil side
Nominal input voltage Uy
Typical response time
Typical release time
Protective circuit

Operating voltage display

Potentiometer
Potentiometer, resistance value
Linearity

Potentiometer, current-carrying capacity
Output data

Switching:

Contact material

Maximum switching voltage

Mechanical service life

Connection data

Connection method

Stripping length

Screw thread

Conductor cross section rigid
Conductor cross section flexible

Conductor cross section AWG

Dimensions

Dimensional drawing

CONTACT

Setpoint potentiometer

1kVAC

24V £25 %

<10ms

<10ms

Damping diode, polarity protection diode

yes

10 kQ +20 %
5 % (of final value)

0.5wW

Fixed contacts: Silver palladium (AgPdAu), 3 um hard gold-
plated

Mobile contacts: Silver palladium (AgPd)
10 V (depending on application)

>2x 107 cycles

Screw connection
8 mm

M3

0.2 mm? ... 4 mm?
0.2 mm? ... 2.5 mm?

24 .12

T

68

——
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Width
Height
Depth

Material specifications

Color

Housing material
Environmental and real-life conditions

Ambient conditions

Ambient temperature (operation)

Mounting

Mounting type

Mounting position

CONTACT

30 mm
75 mm

68 mm

green (RAL 6021)

Polycarbonate fiber reinforced PC-F

0°C..40°C

DIN rail mounting

any
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Classifications

ECLASS

ECLASS-11.0
ECLASS-12.0
ECLASS-13.0

ETIM
ETIM 9.0

UNSPSC
UNSPSC 21.0

27371227
27371227
27371227

EC001027

41113600
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Environmental product compliance

REACh SVHC

China RoHS
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Lead 7439-92-1
Hexahydromethylphthalic anhydride

Environmentally Friendly Use Period = 50 years

For information on hazardous substances, refer to the
manufacturer’s declaration available under “Downloads”
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