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Switching module; with changeover rocker switch; Switching voltage: 250 A = n
VAC,; translucent
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87 mm/3.425 inch

«—52 mm/2.047 inch—»

Data
Electrical data

Max. switching current (resistive)
Inrush current max.

Max. switching voltage

Contact resistance

Insulation resistance

Electrical life (N.O.; resistive load; 23 °C)

Safety and protection:

Rated voltage

Pollution degree

Overvoltage category

Dielectric strength open contact (AC, 1 min)

Protection class

Geometrical Data

Width

Height

Height from the surface
Depth

Mechanical data

Type of mounting

WAGOo

10A

128 A

AC 250V

<20mQ

> 100 MQ (500 VDC; new condition)

10x 103 switching operations; UL: 6 x 108 switching operations

250V

15
1P20

15.5mm/0.61 inch
87 mm/3.425inch
68 mm/2.677 inch
52mm/2.047 inch
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Pluggable module for TOPJOB’ S carrier terminal block

Material Data

Color translucent
Flammability class per UL94 VO

Fire load 0.358MJ
Weight 78.49

Environmental Requirements

Surrounding air (operating) temperature at UN -25...70°C
Surrounding air (storage) temperature -40...85°C
Max. operating altitude 2000 m

Standards and specifications

Standards/specifications EN 61010-2-201; EN 50155; EN 61373

Commercial data

Packaging type bag

Country of origin DE

GTIN 4055143772075
Customs Tariff No. 85365080900

Approvals / Certificates

UL-Approvals

Certificate
Logo Approval Additional Approval Text name
UL UL 61010-1 E175199
Underwriters Laboratories Inc. (ORDINARY
LOCATIONS)
Counterpart
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Downloads
Documentation

Additional Information

Disposal; Electrical and electronic equipment, Packaging V1.0.0 pdf Download
265.8 kB

Installation Notes

Subject to changes. Please also observe the further product documentation!
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