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Shielding and earthing
Our protective earth conductor and shielding terminals
featuring different connection technologies allow you
to effectively protect both people and equipment from
interference, such as electrical or magnetic fields. A
comprehensive range of accessories rounds off our range.

General ordering data

 
Type WSH 1
Order No. 1068700000
Version Accessories, Rail support, PA 66 GF 30
GTIN (EAN) 4008190118389
Qty. 10 pc(s).
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1068700000
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Dimensions and weights
 
Width 8 mm   Width (inches) 0.315 inch
Height 110 mm   Height (inches) 4.331 inch
Depth 57 mm   Depth (inches) 2.244 inch
Net weight 26.175 g    
 

Temperatures
 
Operating temperature, max. 65 °C   Operating temperature, min. -50 °C
Storage temperature, max. 40 °C   Storage temperature, min. 10 °C
Operating temperature -50 °C.../TX]65 °C   Storage temperature 10 °C...40 °C
Continuous operating temp., min. -50 °C   Continuous operating temp., max. 100 °C
 

Material data
 
Material PA 66 GF 30   Colour dark beige
UL 94 flammability rating HB    
 

System specifications
 
Version For the mounting rails   Rail TS 35
 

Additional technical data
 
Explosion-tested version No   Installation advice Direct mounting
Type of fixing when screwed in    
 

Dimensions
 
Pitch in mm (P) 8 mm   Mounting offset 66 mm
 

Classifications
 
ETIM 6.0 EC001166   ETIM 7.0 EC001166
eClass 9.0 27-40-06-07   eClass 9.1 27-14-11-92
eClass 10.0 27-40-06-07   UNSPSC 30-21-18-01
 

Approvals
 
ROHS Conform
 

Downloads
 
Brochure/Catalogue CAT 1 TERM 16/17 EN
Engineering Data EPLAN, WSCAD
Engineering Data STEP
User Documentation StorageConditionsTerminalBlocks
 

http://download.weidmueller.com/asset/download/file//39470
http://catalog.weidmueller.com/assets/LINK/CAE_EN.html
http://download.weidmueller.com/asset/download/file//60223
http://download.weidmueller.com/asset/download/file//87149
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Bus bars
  Building installation wiring

For building installations, we offer a complete system
that revolves around the 10×3 copper rail and comprises
perfectly coordinated components: from installation
terminal blocks, neutral conductor terminal blocks and
distribution terminal blocks to comprehensive accessories
such as busbars and busbar holders.

General ordering data
VersionType SSCH 10X3X1000 ST/ZN

Order No. 0438000000
GTIN (EAN) 4008190080938
Qty. 1 m

Accessories, Busbar, Steel

VersionType SSCH 10X3X1000 MS/BK
Order No. 0259800000
GTIN (EAN) 4008190049300
Qty. 1 m

Accessories, Busbar, Brass

VersionType SSCH 10X3X1000 CU/SN
Order No. 0348900000
GTIN (EAN) 4008190024802
Qty. 1 m

Accessories, Busbar, Copper

 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=0438000000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=0259800000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=0348900000

