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Product image

 

 

OMNIMATE Power BV / SV 7.62HP Hybrid – for power,
signals and EMC
Three functions in one!
The OMNIMATE Power Hybrid connector provides
developers and users with the perfect three-in-one
solution.
This hybrid motor connector simultaneously unites power,
signals and pluggable EMC shield support. Thus you save
space on the PCB, on the outer side of the housing, and
in the electrical cabinet. The self-snapping one-handed
interlock mechanism requires only one plugging step and
thus speeds up installation and maintenance procedures.
It is easy to handle and interlocks automatically – even in
difficult installation positions. The unique shielding shape
and slender 30° wire entry enable a space savings of up
to 10 cm between rows.

General ordering data

 
Type BVF 7.62HP SH180 4-6 KIT
Order No. 1118470000
Version PCB plug-in connector, Accessories, black
GTIN (EAN) 4032248899456
Qty. 25 pc(s).
Product data  
Packaging Box
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1118470000
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Dimensions and weights
 
Net weight 28.08 g    
 

Material data
 
Colour black   Colour chart (similar) RAL 9011
Storage temperature, min. -25 °C   Storage temperature, max. 50 °C
Max. relative humidity during storage 70 %   Operating temperature, min. -50 °C
Operating temperature, max. 100 °C   Temperature range, installation, min. -25 °C
Temperature range, installation, max. 100 °C    
 

Rated data acc. to IEC
 
tested acc. to standard IEC 60664-1, IEC 61984    
 

Packing
 
Packaging Box   VPE length 90 mm
VPE width 110 mm   VPE height 180 mm
 

Classifications
 
ETIM 6.0 EC002943   ETIM 7.0 EC002943
eClass 9.0 27-44-04-92   eClass 9.1 27-44-04-92
eClass 10.0 27-44-04-92    
 

Notes
 
IPC conformity Conformity: The products are developed, manufactured and delivered according international recognized

standards and norms and comply with the assured properties in the data sheet resp. fulfill decorative properties
in accordance with IPC-A-610 "Class 2". Further claims on the products can be evaluated on request.

 

Approvals
 
Approvals
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Downloads
 
Approval/Certificate/Document of
Conformity Declaration of the Manufacturer
Brochure/Catalogue FL DRIVES EN

MB DEVICE MANUF. EN
FL DRIVES DE
CAT 2 PORTFOLIOGUIDE EN
FL HEATING ELECTR EN
FL APPL_INVERTER EN
FL_BASE_STATION_EN
FL ELEVATOR EN
FL POWER SUPPLY EN
FL 72H SAMPLE SER EN
PO OMNIMATE EN

Engineering Data STEP
White paper power electronics
connected correctly Download Whitepaper
White paper UL 600 V Download Whitepaper
 

http://download.weidmueller.com/asset/download/file//39474
http://download.weidmueller.com/asset/download/file//40061
http://download.weidmueller.com/asset/download/file//38257
http://download.weidmueller.com/asset/download/file//40062
http://download.weidmueller.com/asset/download/file//39473
http://download.weidmueller.com/asset/download/file//38195
http://download.weidmueller.com/asset/download/file//38256
http://download.weidmueller.com/asset/download/file//38194
http://download.weidmueller.com/asset/download/file//38203
http://download.weidmueller.com/asset/download/file//38213
http://download.weidmueller.com/asset/download/file//38294
http://download.weidmueller.com/asset/download/file//38132
http://download.weidmueller.com/asset/download/file//89345
http://catalog.weidmueller.com/assets/LINK/wp_motion_EN.html
http://catalog.weidmueller.com/assets/LINK/wp_ul600_EN.html
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Dimensional drawing


