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Similar to illustration

 

 

Accessories for the analogue signal processing products:
• End plates: for components with terminal-block design
• Retaining clips: for mounting IP6X signal isolators and

displays
• Calibration devices: for calibrating and setting analogue

signal converters
• MICRO interface: for direct transmission to a controller

thus minimizing the wiring overhead
• markers
• Programming adapter: for configuring PC-configurable

modules
• Cross-connector
• Power supply modules / power supplies
• Optional connection terminals and cold-junction

compensation terminals

General ordering data

 
Type ACT20X-CJC-HTI-S PRT 21
Order No. 1160650000
Version ACT20X, Signal converter/insulator, (CJC) cold-

junction compensation terminal for ACT20X
thermal module, built-in PT100 sensor, Labelling
for channel 2 (21, 22, 23, 24)

GTIN (EAN) 4032248948352
Qty. 1 pc(s).
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1160650000
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Dimensions and weights
 
Net weight 8.2 g    
 

Environmental Product Compliance
 
REACH SVHC Lead 7439-92-1    
 

General specifications
 
Type of connection Screw connection,

Removable terminal block
  Protection degree

IP20
 

Connection data
 
Type of connection Screw connection,

Removable terminal block
  Tightening torque, min.

0.4 Nm
Tightening torque, max. 0.6 Nm   Clamping range, rated connection 2.5 mm²
Clamping range, min. 0.5 mm²   Clamping range, max. 2.5 mm²
Wire connection cross section AWG,
min. AWG 30

  Wire connection cross section AWG,
max. AWG 14

 

Classifications
 
ETIM 6.0 EC002637   ETIM 7.0 EC002637
eClass 9.0 27-44-04-02   eClass 9.1 27-44-04-02
eClass 10.0 27-44-04-02    
 

Approvals
 
Approvals

ROHS Conform
 

Downloads
 
Brochure/Catalogue CAT 4.1 ELECTR 16/17 EN
 

http://download.weidmueller.com/asset/download/file//35322
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