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Individual cable lengths are often required nowadays. In
order to meet these demands, Weidmüller offers a wide
range of plug-in connectors for custom assembly.

General ordering data

 
Type SAIBC-WDF-D-PN-6.5-C5
Order No. 1380670000
Version Panel feed-through, Number of poles: 4, Coding: D,

M12, 50 V
GTIN (EAN) 4050118182385
Qty. 1 pc(s).
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1380670000
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Dimensions and weights
 
Net weight 25 g    
 

Environmental Product Compliance
 
REACH SVHC Lead 7439-92-1    
 

Technical data customisable plug-in connectors
 
Cable glands

M 16
  Category Cat.5 (ISO/IEC 11801) /

Cat.5e (TIA T568-B)
Coding D   Connection cross-section, max. 0.5 mm²
Connection cross-section, min. 0.34 mm²   Contact surface Gold-plated
Number of poles 4   Plugging cycles ≥ 200
Pollution severity 3   Protection degree IP67
Rated current 4 A   Rated voltage 50 V
Shield connection Yes   Temperature range of housing -40 … +85 ° C
Type of connection Crimp connection    
 

Classifications
 
ETIM 6.0 EC002925   ETIM 7.0 EC002925
eClass 9.0 27-44-01-06   eClass 9.1 27-44-01-06
eClass 10.0 27-44-01-06    
 

Approvals
 
Approvals

ROHS Conform
 

Downloads
 
Brochure/Catalogue CAT 8 SAI 15/16 EN

FL FIELDWIRING EN
 

http://download.weidmueller.com/asset/download/file//39480
http://download.weidmueller.com/asset/download/file//38293
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M12 crimping tool
  Weidmüller offers a wide range of tools and accessories

for sensor-actuator cabling.

General ordering data
VersionType SAI-TMCDC

Order No. 1381710000
GTIN (EAN) 4050118183764
Qty. 1 pc(s).

Tools, Pressing tool

VersionType SAI-CEH075
Order No. 1381760000
GTIN (EAN) 4050118183832
Qty. 1 pc(s).

, Pressing tool

VersionType SAI-CEH-M12D-KCR075
Order No. 1381770000
GTIN (EAN) 4050118183900
Qty. 1 pc(s).

, Pressing tool

 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1381710000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1381760000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1381770000

