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In addition to heavy-duty connectors, RockStar® includes
the appropriate accessories for effective, functional and
safe system cabling; e.g. coding systems, shield clamps,
cover plates and replacement seals

General ordering data

Type HDC MF CA16 PE
Order No. 1480940000
Version PE extension

GTIN (EAN) 4050118289657
Qty. 10 pc(s).
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Dimensions and weights

Net weight 7499
Temperatures
Limit temperature -40°C...125°C

Environmental Product Compliance

REACH SVHC Lead 7439-92-1

Classifications

ETIM 6.0 EC002312 ETIM 7.0 EC002312
eClass 9.0 27-44-02-92 eClass 9.1 27-44-02-18
eClass 10.0 27-44-02-92

Approvals

ROHS Conform

Downloads

Brochure/Catalogue

CAT 3 HDC 17/18 EN
FL FIELDWIRING EN

Engineering Data

EPLAN

Engineering Data

STEP

Creation date May 4, 2020 4:57:53 AM CEST

Catalogue status 17.04.2020 / We reserve the right to make technical changes.


http://download.weidmueller.com/asset/download/file//39468
http://download.weidmueller.com/asset/download/file//38293
http://catalog.weidmueller.com/assets/LINK/CAE_EN.html
http://download.weidmueller.com/asset/download/file//61886

