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Y-distributor / connection coupling, FreeCon for plug-in
PushPull Power connector to PROFINET specification,
metal

General ordering data

 
Type IE-CC-VAPM-24V
Order No. 1990630000
Version Junction box, FreeCon, Supply, Module, IP65
GTIN (EAN) 4050118375190
Qty. 1 pc(s).
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1990630000
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Dimensions and weights
 
Width 36.2 mm   Width (inches) 1.425 inch
Height 42 mm   Height (inches) 1.654 inch
Depth 87.3 mm   Depth (inches) 3.437 inch
Net weight 172 g    
 

Temperatures
 
Operating temperature, max. 70 °C   Operating temperature, min. -40 °C
Operating temperature -40 °C...70 °C    
 

Environmental Product Compliance
 
REACH SVHC Lead 7439-92-1    
 

General data
 
Colour silver   Housing main material diecast aluminium
Protection degree IP65    
 

General standards
 
Certificate no. (cULus)

E316369
  Connector standard in accordance with

PROFINET specification
 

Technical specifications for power connector
 
Cable seal material (power connector) TPE   Colour (power connector) Silver grey
Connection 2 (power connector)

Tension clamp
  Connection cross-section AWG, max.

(power connector) 13
Connection cross-section AWG, min.
(power connector) 18

  Contact material (power connector)
Copper alloy

Contact surface (power connector)
Gold over nickel

  Current capacity at 50 °C (power
connector) 16 A

Housing base material (power
connector) Zinc diecast, nickel-plated

  Interlock type (power connector)
Push Pull

Nominal voltage (power connector) 24 V   Plugging cycles (power connector) ≤ 100
Pollution degree (power connector) 2   Seal material (power connector) NBR
Sheath diameter, max. (power
connector) 12 mm

  Sheath diameter, min. (power
connector) 6 mm

Wire connection cross section, finely
stranded, max. (power connector) 2.5 mm²

  Wire connection cross section, finely
stranded, min. (power connector) 0.75 mm²

Wire connection cross section,
stranded, rated connection, max. (power
connector) 2.5 mm²

  Wire connection cross section,
stranded, rated connection, min. (power
connector) 0.75 mm²

 

Classifications
 
ETIM 6.0 EC000437   ETIM 7.0 EC000437
eClass 9.0 27-44-02-02   eClass 9.1 27-44-03-92
eClass 10.0 27-44-02-02    
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Approvals
 
Approvals

 

Downloads
 
Brochure/Catalogue CAT 9 IETH 18/19 EN

MB FREECONCONTACT EN
FL FIELDWIRING EN
PI PROFINET CABLING EN

Engineering Data EPLAN, WSCAD
User Documentation MAN IE GUIDE DE

MAN IE GUIDE EN
 

http://download.weidmueller.com/asset/download/file//85203
http://download.weidmueller.com/asset/download/file//38173
http://download.weidmueller.com/asset/download/file//38293
http://download.weidmueller.com/asset/download/file//38183
http://catalog.weidmueller.com/assets/LINK/CAE_EN.html
http://download.weidmueller.com/asset/download/file//40065
http://download.weidmueller.com/asset/download/file//40066
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Dimensioned drawing
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Dust caps
  For protecting your devices against dust and dirt.

General ordering data
VersionType IE-BP-VAPP

Order No. 1068930000
GTIN (EAN) 4032248823093
Qty. 10 pc(s).

Flange-mounted housing, protective cap

 

PushPull Power - metal
  Y-distributor / connection coupling, FreeCon for plug-in

PushPull Power connector to PROFINET specification,
metal

General ordering data
VersionType IE-CC-VAPM-MF

Order No. 1990640000
GTIN (EAN) 4050118374995
Qty. 1 pc(s).

Accessories, FreeCon

 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1068930000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1990640000
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Sets
  PushPull Power plug-in connector according to PROFINET

specification

General ordering data
VersionType IE-PS-VAPM-5P-2.5

Order No. 2465440000
GTIN (EAN) 4050118522136
Qty. 1 pc(s).

Power connector, Plug, PROFINET, Set of connectors

 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=2465440000

