
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=2442990000




http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=9025870000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=9004050000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=9025860000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=0542500000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=9019100000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=0282800000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=9025770000




http://download.weidmueller.com/asset/download/file//68371
http://download.weidmueller.com/asset/download/file//68375
http://download.weidmueller.com/asset/download/file//72038
http://catalog.weidmueller.com/assets/LINK/wp_pushin_EN.html






BCF 3.81_180LRZE

KUNDENZEICHNUNG
CUSTOMER DRAWING

0.600
0.450

0.1503.81
7.62
11.43
15.24

L1 [ inch]L1 [mm]n

0.300

0.750
.

0.900
1.050
1.200
1.350
1.500
1.650
1.800
1.950

2.100
2.250

19.05
22.86
26.67
30.48
34.29
38.10
41.91
45.72
49.53
53.34
57.15

2
3
4
5
6
7
8
9
10
11
12
13
14
15
16

60.96
64.77 2.550

2.40017
18

MASSE OHNE TOLERANZ SIND KEINE PRUEFMASSE
DIMS. WITHOUT TOLERANCE ARE NOT CONTROL DIMS.

00

2/1

BCF 3.81/ . . . /180LRZE
SCALE:

DRAWN

APPROVED

CHECKED

RESPONSIBLE

PRODUCT FILE:

NAMEDATE

.. CAT.NO.:.

MODIFICATION
MAX. NRN./NOS. ?

SHEETS08OF07SHEET

C
DRAWING NO. ISSUE NO.

W
EI

TE
RG

AB
E 

SO
W

IE
 V

ER
VI

EL
FA

EL
TI

G
UN

G
 D

IE
SE

S 
DO

KU
M

EN
TS

, V
ER

W
ER

TU
NG

 U
ND

 M
IT

TE
IL

UN
G

 S
EI

NE
S 

IN
HA

LT
S 

SI
ND

 V
ER

BO
TE

N,
 S

O
W

EI
T 

NI
CH

T 
AU

SD
RU

EC
KL

IC
H 

G
ES

TA
TT

ET
.

ZU
W

ID
ER

HA
ND

LU
NG

EN
 V

ER
PF

LI
CH

TE
N 

ZU
 S

CH
AD

EN
ER

SA
TZ

. A
LL

E 
RE

CH
TE

 F
UE

R 
DE

N 
FA

LL
 D

ER
 P

AT
EN

T-
, G

EB
RA

UC
HS

M
US

TE
R-

 O
DE

R 
G

ES
CH

M
AC

KS
M

US
TE

RE
IN

TR
AG

UN
G

 V
O

RB
EH

AL
TE

N.
TH

E 
RE

PR
O

DU
CT

IO
N,

 D
IS

TR
IB

UT
IO

N 
AN

D 
UT

IL
IZ

AT
IO

N 
O

F 
TH

IS
 D

O
CU

M
EN

T 
AS

 W
EL

L 
AS

 T
HE

 C
O

M
M

UN
IC

AT
IO

N 
O

F 
IT

S 
CO

NT
EN

TS
 T

O
 O

TH
ER

S 
W

IT
HO

UT
 E

XP
LI

CI
D 

AU
TH

O
RI

ZA
TI

O
N 

IS
 P

RO
HI

BI
TE

D.
O

FF
EN

DE
RS

 W
IL

L 
BE

 H
EL

D 
LI

AB
LE

 F
O

R 
TH

E 
PA

YM
EN

T 
O

F 
DA

M
AG

ES
. W

EI
DM

UE
LL

ER
 E

XC
LU

SI
VE

LY
 R

ES
ER

VE
S 

TH
E 

RI
G

HT
 T

O
 F

IL
E 

FO
R 

PA
TE

NT
S,

 U
TI

LI
TY

 M
O

DE
LS

 O
R 

DE
SI

G
NS

.
W

EI
DM

UE
LL

ER
 IN

TE
RF

AC
E 

G
m

bH
 &

 C
o.

KG
C

SUPERSEDES: .

40414 07

27.12.2006

03.06.2011

XU_S

ZHOU_N

GE_G

XU_S

BUCHSENLEISTE
SOCKET BLOCK

BCF 3.81 7072

18.05.11 GE_G
55304/5

.

For the mounting of PCBs, it should be noted that the
rated data given in the catalogue relates only to the
connection elements. The neccessary creepage and
clearance paths must be observed in connection with
the respective applicant in accordance to VDE 0110.
The current-carrying capacity and pitch tolerance is to
be determined according to DIN IEC 326 part 3 very fine.

Weidmüller connectors are tested to the DIN VDE 0627
standard, and are valid for its field of application.
Provided that the connectors are used to the intended
purpose, all requirements with respect to the
occuring of electrical, mechanical, thermic and
corrosive stress will be satisfied.

CONDUCTOR
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