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RKDGE D2X6,5 PT6 Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 26
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Germany
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Fax: +49 5231 14-292083
www.weidmueller.com

 

 

Extensive range of accessories for the FieldPower®
boxes.
Cable seals, plug-in connectors, locking elements and
much more.

General ordering data

 
Type RKDGE D2X6,5 PT6
Order No. 2443800000
Version FieldPower®, Sealing insert, IP54
GTIN (EAN) 4050118457704
Qty. 10 pc(s).
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=2443800000
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Dimensions and weights
 
Net weight 3.32 g    
 

General data
 
Colour beige   Protection degree IP54
 

Classifications
 
ETIM 6.0 EC002848   ETIM 7.0 EC002848
eClass 9.0 27-14-11-92   eClass 9.1 27-14-25-90
eClass 10.0 27-14-11-92    
 

Product information
 
Product information Cables for IP54 with multiple sealing insert 2 x 6.5 mm (2443800000):

• IE cable Ø 6.5 mm Type: IE-C5DD4UG…...
• 24 V cable Ø 6.5 mm E.g. Lapp Ölflex Classic 110 3G1,5

 

Approvals
 
ROHS Conform
 


