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The Weidmüller device markers enable users to conform
to obligatory equipment labelling regulations.
Users can label the device markers themselves by means
of suitable software and system-compatible printer
systems.
ESG is the tried-and-tested marker in MultiCard format.
The result is high-quality device marking with a high-
contrast appearance.

ESG 6/15 SDI MC… for marking D-SERIES DRI relay
sockets:

• Attachable MultiCard markers
• Depending on the relay socket it is attachable on up to

4 levels
• Additional option for attaching the marker on plastic

retaining clip: SDI CLIP P
• PrintJet printable

General ordering data

 
Type ESG 6/15 SDI MC NE WS
Order No. 2558340000
Version ESG, Device markers x 15 mm, PA 66, Colour:

white
GTIN (EAN) 4050118569056
Qty. 200 pc(s).
compatible printer 1324380000 2438520000 2438510000
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=2558340000
'http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1324380000
'http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=2438520000
'http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=2438510000
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Dimensions and weights
 
Width 15 mm   Width (inches) 0.591 inch
Height 6 mm   Height (inches) 0.236 inch
Net weight 0.33 g    
 

Temperatures
 
Operating temperature range -40...100 °C   Operating temperature range, max. 100 °C
Operating temperature range, min. -40 °C    
 

General data
 
Material PA 66   Colour white
UL 94 flammability rating V-2    
 

Classifications
 
ETIM 6.0 EC001288   ETIM 7.0 EC001288
eClass 9.0 27-40-06-29   eClass 9.1 27-40-06-29
eClass 10.0 27-40-06-29    
 

Approvals
 
ROHS Conform
 

Downloads
 
Engineering Data EPLAN
Engineering Data STEP
Product Change Notification Technical change to MultiCard material - DE

Technical change to MultiCard material - EN
 

http://catalog.weidmueller.com/assets/LINK/CAE_EN.html
http://download.weidmueller.com/asset/download/file//54875
http://download.weidmueller.com/asset/download/file//102023
http://download.weidmueller.com/asset/download/file//102024
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