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M12 PCB connection element

General ordering data

Type IE-M12-PCBCE

Order No. 8902810000

Version PCB connection element M12, M 12, Cat.5 (ISO/
IEC 11801), IP65 in acc. with DIN EN 60529

GTIN (EAN) 4032248658190

Qty. 60 pc(s).

Creation date May 1, 2020 5:25:21 AM CEST

Catalogue status 17.04.2020 / We reserve the right to make technical changes.
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Technical data

Dimensions and weights
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Net weight 10.62 g

Temperatures

Operating temperature, max. 85 °C Operating temperature, min. -25°C
Operating temperature -25°C...85 °C

Environmental Product Compliance

REACH SVHC

Lead 7439-92-1

General Info

Connection 2

M12

Description of article

Connection element

Configuration

Housing main material

CuZn, Polyamide, nickel-

Reflow compatible plated
Category Cat.5 (ISO/IEC 11801) Connection thread M12
Shielding Protection degree IP65 in acc. with DIN EN
360° shield contact 60529
General standards
Connector standard IEC61076-2-101
Classifications
ETIM 6.0 EC002638 ETIM 7.0 EC002638
eClass 9.0 27-44-03-09 eClass 9.1 27-44-03-09
eClass 10.0 27-44-03-09 UNSPSC 30-21-18-14
Approvals
Approvals
ROHS Conform
Downloads

Approval/Certificate/Document of

Conformity

GOST Approval

PROFINET Manufacturer's Declaration

Brochure/Catalogue

CAT 9 IETH 18/19 EN
FL FIELDWIRING EN
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Dimensioned drawing

Dimensioned drawing
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