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Allen key made from fully hardened, high-alloy chromium-
vanadium- steel, acc. to DIN ISO 2936 L (DIN 91 1), high-
quality refined surface.

General ordering data

Type TH-S 9-40

Order No. 9008880000

Version socket wrenches, TR 9/10/15/20/25/27/30/40
GTIN (EAN) 4032248266630

Qty. 1 pc(s).

Creation date May 1, 2020 3:35:00 AM CEST

Catalogue status 17.04.2020 / We reserve the right to make technical changes.


http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=9008880000

Data sheet

TH-S 940

Technical data

Dimensions and weights
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Width 120 mm Width (inches) 4.724 inch
Weight 208 ¢ Net weight 207 g
Environmental Product Compliance
REACH SVHC Lead 7439-92-1
Screwing tools
Form Torx Number 8
Size TR

9/10/15/20/25/27/30/40
Classifications
ETIM 6.0 EC002210 ETIM 7.0 EC002210
eClass 9.0 21-04-50-03 eClass 9.1 21-04-50-15
eClass 10.0 21-04-50-03 UNSPSC 27-11-17-01
Approvals
Approvals
Downloads

Brochure/Catalogue

CAT 3HDC 17/18 EN
CAT 6 TOOLS 15/16 EN
CAT 5 ENCL 17/18 EN
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