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The AS-Interface is specified in the EN 50295 and IEC
62026-2 standards. The ASI bus was developed with the
aim of guaranteeing a bus system for inexpensive data
transmission. To achieve this aim, a specification was
drawn up. For instance, the system is specifically for the
transmission of digital signals. Furthermore, shielded lines
were not specified, as is usually the case, and instead
simple, unshielded but coded two-wire lines were chosen.

General ordering data

 
Type AS-KG-SW
Order No. 9455120000
GTIN (EAN) 4032248229284
Qty. 100 m
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=9455120000
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Dimensions and weights
 
Net weight 71.2 g    
 

General data
 
Conductor O.D. -    
 

Classifications
 
ETIM 6.0 EC000830   ETIM 7.0 EC003249
eClass 9.0 27-06-18-05   eClass 9.1 27-06-90-90
eClass 10.0 27-06-18-01   UNSPSC 30-21-18-01
 

Approvals
 
ROHS Conform
 

Downloads
 
Brochure/Catalogue CAT 8 SAI 15/16 EN

FL FIELDWIRING EN
 

http://download.weidmueller.com/asset/download/file//39480
http://download.weidmueller.com/asset/download/file//38293

